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Installation and connection of the Program

This manual describes how to operate User Program(GUI).

For more information, refer to related Manuals as following.

(1) User Manual-Text

(2) User Manual-Communication Function

1 . Installation and connection of the Program

This chapter describes the user program(GUI) used for drive installation and commissioning.

1 - 1 . Installable PC environment
Type : Compatible PC/AT
Ethernet 10/100base-T/TX Lan Card
Hard dis more than 10MB
Screen SVGA(1024x768 O|4})
CPU Pentium4 2.0GHz or more

OS : Windows2000/XP/VISTA/ 7/ 8.1/ 10(32/64Bit) allows normal installation into PC

1 - 2 . User Program(GUI) installation Method

Download [Ezi-MOTION_Plus-E_SETUP] program on FASTECH
website(http://fastech.co.kr/bbs/bbs/board.php?bo_table=eng_board5) and install as

shown below.

Select a language and click ‘OK’ Installer Language 3
E '} Please select a language.
w
oK I [ Cancel l
(450 71 - FASTECH Exi- MOTION Plus-E Setup Program [ENEE =)

Installation Start window.
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Select 'HIE!SITHO| OlO|2S M
click Next.

Check ‘A X| =+4" and click ‘install’

Installation and connection of the Program

Select a folder where the program is installe

And click ‘Next’

Select a Start menu folder and click ‘Next'’
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Installation and connection of the Program 5

Installation is completed. 5] 8| - FASTECH EZ-MOTION Plus-E Setup Program

FASTECH Ezi-MOTION Plus-E
Setup Program #X] 2%

&% Z2IM0| FASTECH Ezi-MOTION PlusE Setup
Program 2| XIS ZEHSLICEL SR HIZ IS &
HEAY Z2 180 & ELCL

'S BT5I0 LR B BEHUN L.

FASTECH E2MOTION Plus E Setup Program S

When installation is completed, you can find the below files in the selected folder.

[ < Program Files (x36) » » Ezi- us-| »
lasd Prog Files (x86) FASTECH Ezi-MOTIOM Plus-E V&
- 2Ho|=8E|H ZE - TR UMY~ M EH
FASTECH - o= ’
Ezi-MOTION Plus-E V6
o= Example
- dp . Include
nclude
— . ko-KR
! ko-|
- model_desc
moadel_gdesc
- . PT_samples
I PT_Samples - P ~
= & ChangeLeg.html 13KB
Ezi-MOTION Plus-RnE V6 .
%) EPPlus.dll 2 1,221KB
EziMOTION_PlusR _ R
PR-Confiaurat | EzIMOTIONPIusE dil & 45KB
-Configurator
z 9 F EzZiMOTIONPlusE.exe ol aKE
! Forcs
c ' %] EzZIMOTIONPlusR.dll 2 56KB
| Gample
GNUp (%] IronPython.dll = 1,779KB
i p— F MainGULexe = 1,1508
| Google
GRE?ECH %] Microsoft. Dynamic.dll = 1,021KB
y - %) Microsoft Scripting.dil = 141KB
ne
I (e @] Microseft.Scripting Metadata.dll 2= 91KB
i elp Workshoy
AR St P P 4| MotorDefines ini L KB
i stems
- ¥ %] NetworkMedule.dll = 165K8
%] MLog.dil 2 500K
. INCAInternet
B uninsooo dat 20KB
. INCAInternet UnInstall
e ﬁ! unins000 exe 1,160KB
. initech i
I 2074 =8

1) Include folder : *.dll, *.lib, *.h files (32bit)
X64 subfolder of include folder:*.dll, *.lib (64bit)
2) Example folder : Source code for sample

3) PT_Samples folder : Sample data files for position table
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6 Installation and connection of the Program

1 - 3 . Connecting PC with DriveModule

(1) To communicate with controller module, the user should prepare Ethernet cable and

connect it with the PC. For more information, please refer to "User Manual-Text ;.

Execute User program(GUI), Ezi-MOTION Plus-E V6and click ‘Connect’. Then the
following window will be displayed

Connect @

FASTE@

Fast, Accurare, Smooth Motion
Vergion @ 6,408, 13 (Revision 113)

Add Device
IP Address : 192,168, 0O 100 Add
IP Address Status Info

Broadcast
Search

HE 29

Enter IP Address and click ‘Add’
If the item does not exist with added IP Address, List will not be added.

ADD

Broadcast Search | Search every item that can be connected and add it to the List.

Refresh Status Check the connection status of listed item.

Connect Connect the listed item and execute GUL

@ After setting each IP Address and clicking ‘Broadcast Search’, every item will be

displayed on the list. Click ‘Connect’ then every item will be connected with GUL

1. Please assign different IP Addresses of connected drives to a single
VISl | network (segment).

2. If the connection fails, please check IP conflict and IP Address of PC.

(2) When the connection is completed, the window will appear as show below.
1) IP Address of Connected drives

2) Type of all connected motors and drives

www.fastech.co.kr



Main Window 7

3) Firmware Version

Product Wersion

19z 02 Ezi-I0 Gate Plus-E INPUT16 Ezi-I0 GATE Plus-E (w06,01,010,01)
& P @ 192, 168,066 Ezi-I0 Gate Plus-E INPUTIE Ezi-I0 GATE Plus-E (w06 01,010,013
}'IF‘ 2 182 168,067 Ezi-I0 Gate Plus-E INPUTIE Ezi-I0 GATE Plus-E (%06,01,010,01}
& |P 1 192,168,070 Ezi-I0 Gate Plus-E INPUTIE Ezi-I0 GATE Plus-E (w06 01,010,013

2 . Main Window

REUTTR
Flut € INUTIG Flu

E2H0 Gale Flus-E INPUTIE  E2iD GATE Plus-E (W01 01007}

E£id0 Gate Plus £ INPUTIE  ExiD GATE Plus-E (43E,01.01001)

Stz

This is basic window to operate the program. Each window is displayed in this window.

The user can open each window with a toolbar.

Depending on the type of connected board, the icon of toolbar is Enable or Disable.

2 -1.Menu

Drive View Tools Window Help

4 Connect |§Board List |§E Parameter List |Iﬂ /O Monitor @I/O Setting |@Motiun Test Position Table ‘=Oulpul ;L‘O Gate Summary Monitor Setting
There is "View' menu that shows other screens and a ‘Drive’ menu that allows you te select

the communication connection and disconnection functions.

www.fastech.co.kr



8 Main Window

2 - 2 . Toolbar

Drive  View Toels Window Help

(. Cennect Eac-ard List Parameter List /O Meniter I/O Setting Moticn Test Position Table | g Output | IO Gate Summary Menitor Setting

Depending on the type of connected board, the icon of toolbar is Enable or Disable.
For the Ezi-IO Plus-E product, Connect, Board List, Output, Output Summary, Monitor,
Setting icons are Enable.

Click each button, and the following functions will be executed.

Button Description
Connect To connect or disconnect with the drive
Board List To display connected module information and communication status

i To set parameter values related to operation control like a position
Parameter list

command

I/O Monitor To monitor digital I/O signals of CN1 connector

I/O Setting To set digital I/O signals of CN1 connector

Motion Test To execute motion commands such as Jog operation, Position operation,
Origin return operation

Position Table To input and execute position table data

Output To display DLL function corresponding to the command being executed

Summary To check the entire digital input / output of the connected Ezi-IO.

Monitor To confirm digital input / output and other function for Ezi-10

Setting To set, save, load the digital input / output level of Ezi-IO

2 - 3 . Output
Output 23]

FAS _ClearLatchCount(Q, Ox1) treturn 0=00

FAS _ClearLatchCount(Q, Ox2) ireturn 0:00

FAS _ClearLatchCount(Q, Oxd) ireturn 0x00

FAS _ClearLatchCount(0, Ox 100 treturn Ox00
FAS_ClearlatchCounti ], Ox8) treturn 0:00
FAS_Clearlateh(l, OxFFFFFEFF) treturn 0x00
FAS_ClearLatchCount( 1, 0xFFFFFFFF) return Ox:00
FAS_ClearlatchCount(2, 0xFFFFFFFF) return Ox00
FAS_Clearlateh(2, OxFFFFFFFF) treturn 0x00

Click ‘Output’ at the Toolbar or check [Menu] — [View] — [Output], and the above window
will be displayed.

This window includes commands used for the controller. The user can check that which
function is used, how parameter values are inputted, and how they are normally
processed.

The above window displays functions which the user inputs or functions used when the
user clicks each button. For more information of commands, please refer to "User

Manual-Communication Function |

www.fastech.co.kr



Main Window 9

2 - 4 . Board List

This window displayed drive list connected.

Select the connected drive and Right-click. Then there are buttons to go to windows for
function setting or
F. Board Lis

Product Type Yersion
2 Ezi-0 Gate Plus-E INPUT16 Ezi-l0 GATE Flus-E (A0R 01 01

001
Ezi-I0 Gate Plus-E INPUTIS Ezi-I0 GATE Plus- Reconnec
Ezi-I0 Gate Plus-E INPUITIB EziH0 GATE Plus-E  Disconnect
AP 19216805  Ezi-I0 Gate Plus-E INPUTIS Ezi-I0 GATE Plus-E

AP 19216806 Ezi-0 Gate Plus-E OUTPUTIG Ezi-0 GATE Plus-§ Parameter List
AP 19216807 Ezi-0 Gate Plus-E OUTPUTIE Ezi-0 GATE Plus-§ Motion Test
AP 19216808 Ezi-l0 Gate Plus-E OUTPUTIE Ezi-l0 GATE Plus-§

Repeat Test
/O Menitor
/O Setting
Position Table

/0 Gate Summary
1/0 Gate Monitor
/O Gate Setting

Parameter Compare
Config Slave ID / IP Address

testing.
1) Board IP address and type.

2) Firmware Version number of borad.

® Disconnect / Reconnect

Disconnect : Disconnect the communication
Reconnect : Reconnect the communication

® [/O Gate Monitor
Input(I16x type board) : To monitor information such as input / latch. and to control related
to latch.
Output(O16 type board) : To monitor and control the output.

® [/O Gate Setting
Input(I16x type board) : The input Active Level setting / load / save
Output(O16 type board) : The output Active Level setting / load / save

® ]/O Gate Summary

The input / output status of the connected input / output board can be monitored at once.

Ez-I0-016 type board can be controlled and monitored.

[ Rase@oz ) (0]()(u2m) (3 )« ) (usm) (& (7 ) (3 ) (nmm) (o) (01 ) (12 (13 ) (1 ) s
[ ramseE@as ][] (o] (mm(2 )0 ) (s ()@ )]0 0Dz 0] ]
1 TN N 3 | O - 3 W [
[ raeieees [ ] (0)(0)2])]E]EEEIEIM D0 E) e ]0E)
[
[
[

5216805 ) [ouT] (0] ()3 )(« (w5 ) (7 ) (= ) (o) (v (2 (02 ) (14 )
P60 ] [ouT] (o) fmm) (2 (=) o) (= ) (e ) (o (e ) (= ) (0o (1) (2 ) () ) )
Pisei6a08 ] [out] (][ ](2 (= (e ) (7 ) s ) (0o ) () (12 (3] (14 ] (75

/0 Gate Setting




10 I/O Monitoring and I/O Logic Setting

® Config Slave ID / IP Address
To configure IP Address / Subnet Mask / Gateway.

IP Config [
Sefting
IP Address: EE 168, 0, 3
Subnet Mask: 2hh 265 256, D
Default Gateway: 192 1688, 0O |, 1

After clicking "Write” and Power reset, Configuration is applied.

Final number of IP Address does not change.
Final number can be set via Switch.

Ex) If changing IP Address : 192.168.0.3 > 192.169.10.100, then it's changed to

192.168.10.3

3 . I/0 Monitoring and I/O Logic Setting

3 - 1 . Ez-IO-PE-I16 series Monitoring

O YO Gate Monitor

INPUT
I 2 1 [ClearLatch | 1w [ ]
N3 [ ] 0 [Clearlatch | 11 [ |
e [ 0 [Clearlatch | M1z [ |
IN 5 I [Clearlatsh | IN13 [ |
me [ | 0 [Clearlatch | 14 [ |
w7 [ ] 0 [ ClearLatch | IN 15

‘ |0 Gate Setting Clear all Latch

| Clear &ll Count

[o] @ ]

IP : 182.168.0.2 a

0| Clear Latch

Clear Latch

=

=

Clear Latch

=

Clear Latch

Clear Latch

=

Clear Latch

=

Clear Latch

Clear Latch

Close

1) Input signal :
Displays current input status Input signal [ON] : Green
Input signal [OFF] : White

Displays current Latch status
Latch [ON] : latched display
Latch [OFF] : latched do not display

Click on the Clear latch to clear latched..

www.fastech.co.kr




I/O Monitoring and I/O Logic Setting 11

2)Latch count :
Count the number of times the input is turned on.

If also counts when input is changed(Off->0n) in latched state.

3)Clear All Latch :
Latch clear all No. 0~15.

4)Clear All Count :
The latch count is initialized (0) all No. 0~15

www.fastech.co.kr
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I/O Monitoring and I/O Logic Setting

3 - 2 . Ez-IO-PE-O16 series Monitoring

@ /0 Gate Monitor =N Bol ==
IP : 102.168.0.7

OUTPUT

outa | | [ Start Trigger | oute | | [ Start Trigger |

OUT 1 ||| | Start Trigger | ouT g | | | Start Trigger |

outz | | [ Start Trigger | ouT 10 | | [ Start Trigger |

ouTa | | [ Start Trigger | ouT 11 | | | Start Trigger |

OUT 4 ouT 12 | | [ Start Trigger |

ouTs | | [ Start Trigger | ouT 13 | | | Start Trigger |

OUTE | | [ Start Trigger | OUT 14 (]

OUT 7 ||| | Start Trigger | ouT 15 | | | Start Trigger |
‘ |/ Gate Sefting | Set &ll 0N | ‘ Set all OFF ‘ Trigger Setting

1) Output signal :
If you click the white button corresponding to 'OUT0" ~ 'OUT15', the corresponding pin
signal will change to [ON] / [OFF].Output signal [ON] : Red
Output signal [OFF] : White

2) Strat Trigger
Execute Trigger that is set by Trigger Setting

3) Trigger Setting :
Enables a window to enter information about the trigger output. And enter the

information.

4) Set All ON :
All the outputs of No. 0~15 [ON]

4) Set All OFF:
All the outputs of No. 0~15[OFF]

www.fastech.co.kr



I/O Monitoring and I/O Logic Setting 13

3 - 3 .1/0 Logic Setting

Click '1/O Logic Setting’ icon at the I/O Monittor window, and the following window will be

displayed..
@ Vo Gate setting EI (=] @ @ /0 Gate Setting IE] = @
IP : 192.168.0.3 IP : 182.168.0.7
ACTIVE LEVEL ACTIVE LEVEL
I Set to Default ‘ \ Load ROM H Save to ROM ‘ Close l Set to Default ‘ I Load ROM H Save to ROM ‘ Close
Ez-IO-PE-I16 series Ez-IO-PE-O16 series

1) Signal Level Assignment :
These buttons provide the user with functions that he can select the active level of signal
for the signal to be recognized to [ON]. He can click the button to the right of the signal
name and set the signal.
* Low Active : when the signal is set{ON] to 0 volt
* High Active : when the signal is set{ON] to 24 volt

2) Save to Rom :

By default, all changes are temporarily stored in RAM, and you must click the 'Save to
ROM' button to save them to ROM.

3) Load Rom :
Load the settings stored in ROM to RAM.

4) Set to Default :
Change the entire level to [Low Active].
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